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We succeeded in observing gate-controlled electron spin interference in nanolithographically defined square
loop arrays that were fabricated in In0.52Al0.48As/ In0.53Ga0.47As/ In0.52Al0.48As quantum wells QWs. In this
experiment, we demonstrated electron spin precession in ballistic channels within the QW that is caused by the
Rashba effect. It turned out that the spin precession angle  was gate controllable by more than 0.75 for a
length of 1.5 m. Thus, the demonstration of the large controllability of  by the applied gate voltage was
carried out in a more direct way using spin interference of an electron wave function than the conventional
beating analysis of the Shubnikov–de Haas oscillations.
DOI: 10.1103/PhysRevB.74.041302 PACS numbers: 73.63.Hs, 71.70.Ej, 73.20.Fz, 73.23.Ad
Exploitation of the spin degree of freedom for the conduc-
tion carriers provides a key strategy for finding new func-
tional devices in semiconductor spintronics.1–6 A promising
approach for manipulating spins in semiconductors is the
utilization of spin-orbit SO interactions. In this regard, lift-
ing of the spin degeneracy in the conduction or valence
band due to the structural inversion asymmetry in particular
is called the “Rashba effect,”7,8 the magnitude of which can
be controlled by the applied gate voltage and/or the specific
design of the sample heterostructures.9,10
Recently, we proposed a ballistic spin interferometer SI
using a square loop SL geometry, where an electron spin
rotates by an angle  due to the Rashba effect as it travels
along a side of the SL ballistically.11 In a simple SI model, an
incident electron wave is split by a “hypothetical” beam
splitter into two partial waves, and each of these follows a
SL path in the clockwise and counterclockwise directions,
respectively see Fig. 1 in Ref. 11. Then they interfere with
each other when they come back to the incident point at the
beam splitter. As a consequence, the incident electron can
either scatter back to the incident path called “path 1” or
emerge on the other path called “path 2”. The backscatter-
ing probability to path 1 Pback for a spin-unpolarized inci-
dent electron is given by11
Pback =
1
2
+
1
4
cos4  + 4 cos  sin2  + cos 2cos 

1
2
+ Acos  , 1
where  is the quantum mechanical phase due to the vector
potential responsible for the magnetic field B piercing the SL
=2eBL2 /, L being the side length of the SL and  is the
spin precession angle due to the Rashba effect 
=2m*L /2,  and m* being the Rashba SO coupling con-
stant and the electron effective mass, respectively10. A is
an oscillating function of  with a maximum minimum
value of 1 /2−1/2 at =0, ±, ±2  ±2.0 and ±4.28
see Fig. 2 in Ref. 11, where A becomes zero for 
 ±0.4245, ±0.822, and ±1.178. We note that A cor-
responds to the amplitude of the “experimentally observable”
Al’tshuler-Aronov-Spivak- AAS- type oscillations of elec-
tric resistance as a result of averaging out all kinds of ran-
dom processes including Elliott-Yafet, D’yakonov-Perel’,
and hyperfine interactions with nuclear spins by arraying the
loops.12 Equation 1 predicts that the amplitude of the AAS
oscillation should be modulated as a function of  and var-
nish at  ±0.4245, ±0.822, and ±1.178. Experimen-
tally, the value of  can be controlled by the applied gate
voltage Vg through the variation of . A noteworthy feature
here, again, is the fact that A oscillates between positive
and negative values coherently with increasing strength of
the SO interaction, which is represented by , whereas, in
earlier experiments using arrays of metal rings,13 the strength
of the SO interaction in the system was controlled by varying
the densities of heavy-ion impurities that act as SO scatter-
ers. In the latter case the phases of AAS oscillations at B
=0 flip only once on increasing the strength of the SO scat-
tering.
In this Rapid communication, we present an experimental
demonstration of the SI using nanolithographically defined
SL arrays in epitaxially grown 001 In0.52Al0.48As/
In0.53Ga0.47As/ In0.52Al0.48As quantum wells QWs. We use
the same epiwafers grown by metal-organic chemical vapor
deposition as those we used for the weak antilocalization
WAL study previously.10 We first exploit the electron beam
lithography EBL and subsequently electron cyclotron reso-
nance ECR plasma etching techniques to define an array of
SLs in an area of 150200 m2. We then use the photoli-
thography and wet etching techniques to form a Hall bar
mesa of the size of 125250 m2 over the SL array regions.
In this way, the area of the final SL array region in the Hall
bar mesa is 125200 m2 see Fig. 1b. These samples
have a gate electrode Au covering the entire Hall bar, using
a 100-nm-thick SiO2 layer as a gate insulator, which makes it
possible to control the sheet carrier density NS and the
Rashba spin-orbit parameter  by the applied gate voltage
Vg. We estimate the nonuniformity of the thickness of the
SiO2 layer to be at most ±5% across the entire mesa, which
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typically can be converted to ±3% in the value of . We note
that all the measurements were carried out at T=0.3 K using
a 3He cryostat, exploiting the conventional ac lock-in tech-
nique. When the electric sheet conductivities 2D of these
samples were measured using the electrodes labeled by I+,
I
−
, V+ and V− in Fig. 1b as a function of B B perpendicu-
lar to the sample surface for a given Vg denoted as 2DB,
the Hall voltages were also monitored using the electrodes
labeled by V+ and V+H to obtain the NS value at the same Vg.
We then investigate the amplitude of the AAS oscillations at
B=0 denoted as 	2DB=0, as a function of Vg equiva-
lently NS, to test the prediction of the SI.11
Examples of the scanning electron micrograph SEM of
the SL pattern used in the present experiment are shown in
Fig. 1a. We note that electrons exist in the relatively lighter
regions of the picture. The relatively darker lines and curves
that define the diamond and square shapes in the inset of Fig.
1a are the ditches created by the ECR plasma etching. We
note that electrons exist within these diamond- and square-
shaped islands. However, these islands do not contribute to
the electron transport, since they are not electrically con-
nected to one another. We sketch a SL path for the spin
interference by the dotted white square in the inset of Fig.
1a, where electrons will be localized if the type of spin
interference is constructive. The width W of the SL path
defined in Fig. 1a was 0.5 m throughout the present
experiment. Note that these SLs are electrically connected
with the neighboring SLs and contribute to the electric con-
ductivity for the whole Hall bar.
Shown in Fig. 2 is the gate voltage Vg dependence of
2DB for a SL array sample L=1.5 m that was fabri-
cated using the sample 2 epiwafer in Ref. 10. Here, we
clearly see AAS oscillations, whose period 	B is given by
h /2eL2. We note that the observed AAS oscillations decay
rather rapidly with increasing B due to the exisitence of mul-
tiple channels within a finite channel width W. We also note,
as predicted theoretically, that as the value of Vg is increased
from 0.0 V, the peak feature in 2DB at B=0 becomes a
dip across Vg=0.3 V dashed 2DB curve. Then, the dip
feature becomes a peak for Vg
0.9 V also indicated by
another dashed 2DB curve. Finally the peak feature again
becomes a dip for Vg
3.1 V. Thus the amplitude of the
AAS oscillations at B=0 oscillates as a function of Vg as
predicted in Eq. 1. It is noted that the elastic mean free path
for electrons, e, is typically 1.2 m for Vg=0.0 V NS
=1.71012 cm−2 in Fig. 2, and becomes larger with in-
creasing Vg or NS. Therefore a large portion of the conduc-
tion electrons, i.e., exp−L /e, travel one side of the SL
ballistically.
Plotted in Fig. 3 are the values of 	2DB=0, extracted
by the fast Fourier transform FFT method,14 as a function of
NS for the SI devices fabricated using the samples 1–4 epi-
wafers L=1.7 and 1.5 m for samples 1 and 2, respectively,
and L=1.8 m for samples 3 and 4. We indeed see that
−	2DB=0 oscillates with NS, where we observe several
nodes. Using the  vs NS relations that are obtained from the
WAL analysis of an unpatterned QW sample and a k ·p
model calculation using appropriate boundary conditions as
discussed below, we can obtain  values at these node posi-
tions. We then can calculate  values there using the relation
=2m*L /2.15 In this way, we can assign  values that
satisfy A=0  ±0.4245, ±0.822, or ±1.178 to
these node positions.
One might wonder why the shapes of the oscillations in
Fig. 3 are rather deformed compared to the theoretical plot of
A. There are two reasons for this. First, the value of 2D
FIG. 1. a SEM micrographs of the nanolithographically de-
fined square loop array L=1.2 m. A two-dimensional electron
gas exists in the lighter-color regions. b Schematic diagram for the
Hall bar sample used in the present experiment.
FIG. 2. Color online Gate-voltage dependence of the electric
sheet conductivities 2D as a function of the magnetic field B for a
square loop SL array sample L=1.5 m fabricated using the
sample 2 epiwafer in Ref. 10. The plotted curves are shifted along y
axis for the ease of comparison. The magnitudes of 2D at B=0
range from 3.710−4 −1 for Vg=0.0 V to 10.310−4 −1 for
Vg=4.0 V. The range of B 	B that corresponds to the magnetic
flux half quanta piercing the SL 	BL2=h /2e is indicated by
“h /2e” in the figure.
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FIG. 3. Color online Amplitudes of the experimental AAS oscillations at B=0, plotted as a function of the sheet carrier density NS, for
various SL array samples L=1.5–1.8 m using the samples 1–4 epiwafers introduced in Ref. 10. The inset to the graph for sample 2 shows
the relation between 	2DB=0 and 2D for NS=2.41012 cm−2. The assigned  values at the node positions are also given. We plot
−	2DB=0 instead of 	2DB=0 to match the signs of the values with those for A Eq. 1.
FIG. 4. Color online The val-
ues of the Rashba spin-orbit pa-
rameter , for four different epi-
wafers denoted as samples 1–4 in
Ref. 10, deduced from the three
independent analyses: 1 the
weak antilocalization analysis
crosses, 2 the analysis of the
node positions in the −	2DB
=0 vs NS relations for the square
loop arrays using the relation 
=2 /2m*L various symbols,
and 3 the k ·p model calcula-
tions using appropriate boundary
conditions dashed curves. The
background impurity densities
Ni assumed for the k ·p calcula-
tions are Ni=11016, 41016,
1.41016, and 11016 cm−3 for
samples 1–4, respectively. The in-
sets to the figures show the direc-
tion of the built-in electric field
E within the quantum well for
each epiwafer.
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decreases rapidly with decreasing NS because of the reduc-
tion in the screening effect for the ionized impurity scatter-
ing. Then, the amplitude of the AAS oscillation is also re-
duced as the nature of electron transport becomes more and
more diffusive. Second, our recent analysis showed that the
inclusion of the Dresselhaus spin-orbit term, relevant to the
bulk inversion asymmetry, in our SI model improves the
agreement between the theoretical and experimental results.
Detailed research along this line is currently under way.
It is a pedagogical exercise to calculate the  values at
these node positions using the relation =2 /2m*L 
 ±0.4245, ±0.822, or ±1.178. In Fig. 4, we plot the 
values obtained in this way denoted as SI for various SL
array samples made of the samples 1–4 epiwafers as a func-
tion of NS. Also plotted in Fig. 4 are 1 the  values ob-
tained from the WAL analysis of unpatterned Hall bars de-
noted as WAL and 2 those obtained from the k ·p model
calculations denoted as k·p using the appropriate boundary
conditions and assuming the presence of background impu-
rities. We note that the unpatterned Hall bars for WAL were
prepared on the same wafer pieces as those used for the SL
array samples. We also note that we previously obtained k·p
values without assuming background impurities and found
quantitatively good agreement with WAL values.10 In the
present work, however, we included the effect of the back-
ground impurities mostly they are present in the
In0.52Al0.48As buffer layer in the model calculation of k·p to
better fit the experimental WAL and SI values. It turned out
that the values of the background impurity densities obtained
from these fittings are reasonably small typically 1
1016 cm−3. It is recalled that negative  values assigned
for samples 3 and 4 mean that the direction of the built-in
electric field within the QW denoted as E is opposite to
those for samples 1 and 2 see the insets in Fig. 4. For
sample 3, the direction of E can be switched through the
control of the applied gate voltage.
In summary, we demonstrated experimentally the electron
spin interference phenomena based on the Rashba effect that
were predicted previously.11 For this demonstration, we pre-
pared nanolithographically defined square loop array struc-
tures in In0.52Al0.48As/ In0.53Ga0.47As/ In0.52Al0.48As quantum
wells using the EBL and ECR dry etching techniques and
measured the low-field magnetoresistances B perpendicular
to the sample surface at low temperatures 0.3 K. We ob-
served Al’tshuler-Aronov-Spivak oscillations, whose ampli-
tudes at B=0 oscillated as a function of the gate voltage as a
result of the spin interference. We also deduced the  values
Rashba spin-orbit coupling constant from analysis of the
spin interferometry experiments. We obtained quantitative
agreement among 1 the  values obtained from the spin
interferometry experiments, 2 those obtained from the
weak antilocalization analysis, and 3 those obtained from
the k ·p model calculations.
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